
 Finish Floor under

 Door and Break-away

area not exceed 1/4" 

out of level.

Floor pivots and bottom guides will vary with the unit type. The basic types are shown below. 

Same Width as Sidelite 

C330-1

NOTE: 
ALL VIEWED FROM EXTERIOR SIDE.

Header secured with #14 x 1 1/2" Hex-Head Sheet Metal Screw ( 2 places min. )

Same Width as Sidelite 

Type 010

C330-1

C315

Typical Floor Mounted Bottom Guide Installation

C386

Typical Perimeter Mount Frame Installation

Jamb
Pocket
Filler 

Typical guides and pivots secured with
#10 x 1 1/2" Flat-Head Sheet Metal Screw
with plastic anchor

Pivot Area

Type 310Type 110

C2873

 Jamb secured with 

 #10 x 2 1/2" Pan-Head Sheet Metal Screw

(3 Plcs. each Jamb )

Note: Smoke Rated packages use non-pocketd

jambs and are secured with Flat-Head screw

Provide rigid support, i.e. wood or metal studding
(or standard curtain wall min 1/8" thick)  to allow  
header and jambs to be secured as shown. Fasteners 
provided by factory. Alternate fasteners provided by 
authorized installer. 
Standard slide door units are self-supporting and tie 
into adjacent construction for lateral stability. Adjacent 
structure must nor exceed deflection ratio of 1/8" per 
16'-0" span. Excess deflection can cause adjacent 
structure to bear down on unit and compromise slide 
movement and general functionality.

Door opening should allow for 1/4" ( 6mm ) 
minimum shim space at jambs and header. 
This allows for level & plumb installation.

GENERAL INSTALLATION
AUTOMATIC COMMERCIAL SLIDING DOORS

Typical Framing and Bottom Guides
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